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HANDRAIL WALL PROTECTION SYSTEM 
-145 mm Height 
-45 mm Wall Offset
-2 mm thick ARFEN Vinyl Cover
-ARFEN Vinyl Decorative Bracket
-Continuous Aluminium Retainer
-Reinforced with TPE insert
Specifications:
-Impact Resistance
-Fire Resistance
-Antibacterial PVC Cover
-Perfect patterned ARFEN right and left return accessories; WG006 & WG005
-Perfect patterned ARFEN internal and external corner accessories; WG007-1 & WG007-2


[image: C:\Users\USER\Desktop\VEHBİ\TDS\zzzzDATA-SHEET-SABLON\ÇALIŞMA\Yeni TDS\WALL PROTECTION SYSTEM\HANDRAIL\WG145-1 TDS ok\TDS\WG145-1-Model.jpg]
[image: C:\Users\USER\Desktop\VEHBİ\TDS\zzzzDATA-SHEET-SABLON\ÇALIŞMA\Yeni TDS\WALL PROTECTION SYSTEM\HANDRAIL\WG145-1 TDS ok\TDS\WG145-1-Assemble 2.jpg][image: C:\Users\USER\Desktop\VEHBİ\TDS\zzzzDATA-SHEET-SABLON\ÇALIŞMA\Yeni TDS\WALL PROTECTION SYSTEM\HANDRAIL\WG145-1 TDS ok\TDS\WG145-1-Assemble.jpg]
[image: ]
[image: ][image: ]
[image: C:\Users\USER\Desktop\VEHBİ\TDS\zzzzDATA-SHEET-SABLON\ÇALIŞMA\ERSEN KUTLU TABLO\PVC.jpg][image: C:\Users\USER\Desktop\VEHBİ\TDS\zzzzDATA-SHEET-SABLON\ÇALIŞMA\ERSEN KUTLU TABLO\Polyamide 6.jpg]
[image: ][image: ][image: ]
image2.jpeg




image3.jpeg
4)

5)
6)
7
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Vinyl Cover: L1 -(50+85)
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Aluminium Alloy 6063.T5 Chemical Properties
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Aluminium Alloy 6063.T5 Physical Properties

Density

2.70 Kg/m3
Melting Point 600 °C
Thermal Expansion 23.5x 10-6 /K
Modulus of Elasticity 69.5 GPa
Thermal Conductivity 200W/m.K

Electrical Resistivity 0.035x10-6 Q.m
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Materials Specifications

PVC Vinyl Cover Chemical and Physical Properties
Chemical Compound: PVC, Ca, Co,,Ca Zn, ti O,, Masterbatch, Anti-microbial Additives and Impact Modifier

. Test
Properties Method

Density 1ISO 1183 1,44 gr/cm?®
Fire Resistance DIN 4102-1 B1
Impact Resistance ASTM D256 37 Kj/m2

Anti - Microbial ASTM E2149 Reduction Percentage exceed 99.9%
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Polyamide 6 Physical Properties

Properties s
Method

Molding Shrinkage (Parallel) 1ISO 294-4 1.1/* %

Molding Shrinkage (Normal) 1ISO 294-4 1.1/* %
Yield Stress 1SO 527-1/-2 85/45 MPa

Yield Strain I1SO 527-1/-2 4125 %

Nominal Strain at Break 1ISO 527-1/-2 20/>50
Burning Behav. IEU 60695-11-10 V-2/* class

Oxygen Index 1ISO 4589-1/-2 26/* %

Water Absorption Sim. To ISO 26 10/* %

Humidity Absorption Sim. To ISO 26 2.8/* %

Density 1ISO 1183 1.13 gr/cny
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TPE Properties

Value Unit Standard
Physical
Hardness 65 SHORE A I1SO 868 (3 second )
Density 1,21 gr/cm3 1ISO 1183 1-A
Brittleness Point -55 °C *
Mechanical
100% Modulus 1,85 Mpa I1SO 37, DIN 53504
300% Modulus 2,50 Mpa 1SO 37, DIN 53504
Tensile Strength At Break 4,20 Mpa 1SO 37, DIN 53504
Elongation at Break 600 % ISO 37, DIN 53504
Aging
Compression Set (72h/23°C) 39 % ASTM D 395-89-B
Compression Set (22h/70°C) 65 % ASTM D 395-89-B
Thermal
Max. Dynamic Service Temperature 90 °C *
Max. Static Service Temperature 135 °C *

Environmental Resistance
Ozone

Water

Alcohol

Olive Oil

Sulphuric Acid

Detergent

Excellent
Excellent
Excellent
Fair
Good
Good
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